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LOW-SPEED WAKE CHARACTERISTICS OF TWO-DIMENSIONAL CASCADE
AND ISOLATED AIRFOIL SECTIONS

By Seymour Lieblein and William H. Roudebush

SUMMARY

An anslysis of the low-speed wake characteristics of two-dimensional
cascade and isolated airfoil sections is presented, based on available
experimental data and supplementary theory. Empirical and theoretical
variations with downstream distance of such wake properties as minimum
velocity, form factor, momentum thickness, full thickness, and total-
pressure 1oss are presented. Information is also included to corroborate
theoretical total-pressure-loss relatlions presented previously, to convert
area-averaged losses to mass-averaged losses, and to indicate downstream
variations in air outlet angle.

The analysis indicates a general similarity between turbulent cas-
cade and isolated airfoll wake characteristics (except in the variation
of momentum thickness). The principal result of the analysis is the
observation that the reenergizing of the wake downstream of the blade is
very rapid. The major part of the mixing loss and the changes in wake
characteristics occur within %»to %-chord length behind the blade trail-~

ing edge.

INTRODUCTION

An important aspect of current compressor reseerch is the determina-
tion and prediction of losses across sxial-flow blade rows. As an ini-
tial step in this pursuit, attention has been centered on the study of
the basiec profile loss of blade sections in low-speed two-dimensional
flow. It has been shown theoretically (refs. 1 to 4) that, under certain
hypotheses, the loss in total pressure across a cascade of blade profiles
can be related to the characteristics of the wake formed by the blade-
surface boundary layers. In particular (ref. 1), it was shown that the
principal wake characteristics involved in the determination of the loss
in total pressure are the momentum thickness and the form factor. It was
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Turther shown that these two parameters are significant for the correla-~
tion of cascade loss data. A fundsmentsl knowledge of blade-wake char-~
acteristics was therefore found to be desirable for detalled analysis of
profile losses. A study of blade wekes is also desirgble because it can
add to the general knowledge of viscous flow across cascade sections and
may be useful in understanding and analyzing blade-row interactlion

effects.

The present report is concerned with the general nature of the wake
dowmstream of low-speed two-dimensional cascade sections. In particuler,
the variation of certain properties with distance downstream of the trail-
ing edge is studied. Empirical or theoretical variations are determined
for such factors as wake minimum velocity, form factor, momentum thickness,
full thickness, total-pressure loss, and ratio of mass-averaged to area-
averaged loss. The analysis is based on available experimental data and
on availaeble or derived theory for both isolated and cascade airfoil

sections.
SYMBOLS
a,b,d constants in equation for minimum velocity
Cy, 1ift coefficient
c chord length, £t
f,g factors in equations for snalytical velocity profiles (table III)
H weke form factor, 5°/6
h constant in reletion for wake full thickness
i incidenc;a angle, engle between inlet-air direction and tangent
to blade mean camber line at leading edge, deg
K wske pseudoenergy factor, k/8
k wake pseudoenergy thickness, ft
m exponent in power velocity profile relation (téble III)
n coordinate normal to outlet~flow direction, ft
P total pressure, 1b/sq £t
AP averaged defect in total pressure, 1b/sq Tt
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static pressure, Ib/sq higr
blade spacing normal to axial direction, £t

blade spacing normal to outlet-flow direction, £t

undisturbed veloclity of isolated airfoil
air velocity, ft/sec

coordinaste along outlet-flow direction, £t

y

(?)

coordinate normal to axial direction, ft

ratio

coordinate in exial direction, ft

angle of gttack, angle between inlet-air direction and blade
chord, deg

air angle, angle between air velocity and axisel direction, deg
wake full thickness, £t .
wake displacement thickness, £t

weke momentum thickness, ft

o
cos B

wake momentum~thickness parameter, (g>

mass density, lb-secZ/pt#
solidity, c/s

total-pressure~loss coefficient based on outlet free-stream

(AP)«
velocity, IR
= ov2
2 PY0,x
(&P)y
total-pressure-loss coefficient based on inlet velocity, T

1 2
7 PV
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Subscripts:
A ares averaged
1 lower surface

M mess avereged.
min minimam

normal to outlet-flow direction

(=]

te plane of tralling edge

u upper surface

X arbitrary outlet location dowvnstream of trailing edge
N normal to exliel direction

Z along axial direction

0 free stream

1 inlet

2 outlet measuring statlion

© far downstream where complete mixing has taken place

DATA CALCULATIONS

The experimental data used for the correlation of wake character-
istics of two-dimensionsl airfoil sections were selected from three
sources: (1) two-dimensional cascade tests, (2) isolated asirfoil in-
vestigations, and (3) meen-radius region of ammlar cascades with con-
stant annular erea across the blade row and free-vortex blading. Such
annuler cascades were considered acceptable for profile correlations,
since essentially equal inlet and outlet axial velocities (as in the two-
dimensional case) are obtained et low speed. Possible end-flow or radial-
flow effects are minimized by restricting the data to the mean-~radius
region. Furthermore, only snnuler data for which no strong circumferen-
tial variations of total pressure existed at the blade-row outlet were
used. Information concerning the variocus airfoil sections considered
and the various tunnels used is given in tebles I and II.

Complete wake data at varying distances downstream of the blade

were not avallable for cascade sections; resulting correlstions for the
cascade sections were obtained from a succession of discrete data points

000%
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from various sources. (Although measurements were obtained at several
downstream stations for cascade section 7, it was necessary to treat
these data as discrete points because of small variations in incidence
angle)and an uncertainty in the determination of the limits of the
wake.

Wherever possible, wake characteristics were computed from the ex-
perimental weke-velocity distributions obtained from measurements of
total and static pressures. In the cascade tests, traverses of total
pressure were made either along planes normal to the axial direction or
normal to the outlet-flow direction (fig. 1). 1In both cases, static
pressure and flow angle are considered to be constant across the cascade
blade spacing. For isolated airfoils, however, variatioms in static
pressure occur normel to the outlet flow. "Free-stream" velocities at
the edge of the wake of isolated airfoils (as determined by the decrease
in total pressure) are consequently different from the undisturbed veloc-
ity. Two-dimensional incompressible flow is assumed throughout in the
data calculations and in the analysis.

An illustration of a typical wake velocity profile and definitions
of the various weke properties used in the analysis- ere shown as func-
tions of distance normal to the axial direction in figure 2. The specific
assumptions involved in the outlet-flow model of figure 2 are given in
appendix A. Corresponding wake properties in a plane normal to the outlet-
flow direction for cascades are obtained by replacing y by n, s by
8p, and by deleting the subscript y for all weke quantitles in figure 2.
All wake properties presented in this report are values in planes normel
to the outlet-flow direction. Values computed normal to the axial are
corrected to planes norwal to the outlet flow by means of the cosine of
the angle between the outlet direction and the cascade axis (e.g.,

6 = Gycos B). .

ANATYSIS

The wake of a blade section is formed from the boundary layers on
the upper and lower surfaces of the blade, as shown in figure 1. Down-
stream of the trailing edge, the wake is eventually reenergized through
mixing between the wake and the free-stream flow. Inasmuch as a loss in
total pressure is involved in the mixing process, the ultimate total pres-
sure at a station far downstream where conditions have become uniform will
be less than at the blade trailing edge. The difference in total pressure
fer downstream and at the blade trailing edge is referred to as the mixing
loss.

As the wake is reenergized downstream of the blade, the velocity
profile in the wake changes. In particular, the minimum velocity in
the trough of the wake and the width of the wake increase with distance
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downstream of the blade trailing edge until uniform conditions are
finally obtained. Concurrently, changes in the other properties of the
wake such as form factor and momentum thickness take place as downstream
distapce is varied. Although the rate at which a blade wake 1is reener-
gized is recognized to depend to some extent upon such additional fac-
tors as thé initial state of the wake, the free-stream turbulence level,
the Reynolds mumber, and the flow Mach mumber, these factors are not

considered in the present analysis.

Wake Minimim Velocity

A measure of the intensity of the velocity defect in the wake is
given by the downstream variation of the wake minimum velocity. Theo-
retical studies of geometrically similer laminar-weke profiles behind
solid bodies (as discussed in ref. 5) have shown that, at some distance
downstream of the body, the ratio Vpi,/Vo (retio of wake minimum veloc-

ity to free-stream velocity) will very according to the following two
relations:

Vmin x -1/2 x -1
-—v-6—=l—a.(g+b) -4 €+b (l)
or
Vmin < -1/2
"—‘—vo =1 - a.(-g+b) (2)

where a8, b, and d are constants, ¢ dis the characteristic length of
the body, and x 1is the distance downstream of the trailing edge of ‘the
body. In reference 5 the variation of Vmin/vo in the laminar wake of

the flat plate (of length c) is computed as shown by the dashed line in
Pigure 3.

Analysis of turbulent wake flow (refs. 6 and 7) has also indicated
that the minimum velocity ratio in the weke of solid bodies can be ap-
proximeted in the form of equation (2). Reference 6 shows that the ex-
perimental recovery of the wake minimum velocity of several isolated
airfoils cen be described by equation (2) with a = 0.1265 and
b = 0.025. The variation of minimum velocity ratio obtained is shown by
the solid curve in figure 3. As expected, higher values of recovery are
obtained for the turbulent wake. The rate of recovery of the minimum
velocity in the wake, however, is seen to be at a maximm immediately
behind the airfoil trailing edge in both cases.
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A plot of the variation of experimentdl wake minimum velocity ratio
with chord-length distance downstream of the trailing edge is shown in
figure 4 for availgble isolated and cascade airfoll data. The cascade
airfoll dates are indicated by the solid symbols. Only smooth-surface
data were used from the various isolated-airfoil references, and free-
stream veloclties are those at the edge of the wake (generally less than
U). The data presented _in figure 4 cover a range of blade-chord Reynolds
numbers from about 1X10° to 5x10° (see table I) , and therefore represent
turbulent wekes. The turbulent-wake data of figure 4 confirm for both
cascade and isolated airfoils the previously indlcated rapid mixing of
the weke immediately downstream of the trailing edge (fig. 3). Approxi-
metely 80 percent of the velocity at the edge of the boundery layer is
recovered within sbout 0.2 to 0.5 chord length behind the trailing edge
for both the isolated and the cascade airfoils.

Two limiting curves in the form of equation (2) for the isolated
airfoils are shown by the dashed curves in figure 4. Constants for the
upper curve are given by a = 0.075, b = 0.020, and for the lower curve
by a=0.130 and b = 0.025. The lower limiting curve for the isolated
airfoil in figure 4 may also serve as a reasonable average curve for the
limited cascade data. Although two data points (blade 7 at x/c = 0.1
and blade 3 at x/ ¢ = 0.46) appear noticeebly higher than this curve,
the indicated departure from the curve is not considered significant.

In both cases, the magnitude of the minimum velocity in the wake is not
conclusively established, and it is conceivable that the true values of
Vpin mey be somewhat less than indicated by the limited profile data.

A representative variation of minimm velocity for the cascade airfoil
is therefore considered to be

v 1/2
—%5—1-013(+0025> / (3)

The validity of equation (3) for determining the minimum velocity
ratio of a cascade section at x/c = O is somewhat uncertain because of
the complex nature of the weke flow in the region of the trailing edge.
For cascade sections with conventional trailing-edge thickness (l to 3
percent of the chord length), strong components of flow normal to.the
main flow will most likely exist immedistely behind the trailing edge.
In such cases, measurements in the plane of the trailing edge with
conventional-size pitot-type instruments will revesal some average minimum
velocity which will not generally be zero. For the isolated airfoils,
chord lengths are large (20 to 60 in.) and trailing-edge thicknesses are
practically zero, so that smooth flow and well-defined zerc minimum ve-
locities are obtained experimentally at the trailing edge.
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Wake Form Factor

Information concerning the veriation of the wake form factor with
distance downstream of the trailing edge has been obtained for the iso-
lated eilrfoil and the flat plate in references 6 and 8, respectively.
Reference 6 shows that the variation of turbulent form factor with dis-
tance downstream for isolated airfoils can be related to the variation
of the minimm-velocity ratio as given by figure 3. It is shown in that
reference that the form factor H can be expressed according to the

following relation:
~1/2
=+D /
1l - !'- = - —l —-—-—-c (4)
H Hy b

vhere Hp, 1is the value of the form factor at the blade trailing edge
end b is the empirical constant obtained for the minimum-velocity

variation in equation (2).

In reference 7, the theoretical downstream variation of H for the
leminar wake of the flat plete was determined from the results of refer-
ence 5. Variations of H with x/c for the laminar wake from reference
7 and for the turbulent weke from reference 6 (from eq. (4) with
b = 0.025) are shown in figure 5. Wake form factor is seen to decrease
repidly immediately behind the trailing edge and to approach asymptotically
a value of 1 far downstream of the blade.

Experimental values of wake form factor are shown in figure 6 as
functions of chord-length distance downstream of the trailing edge for
available isolated and cascade airfoils. Also shown 1n the figure are
values of H determined from the theoretical relation of equation (4)
for the limiting values of constent b determined from the experimental
correletion of figure 4. The upper limiting curve in figure 6 repre-
sented by & form factor at the trailing edge Hi, of 2.8 emd b = 0.025
is shown by the upper dashed line, and the lower dashed line represents
& lower limiting value with Hi, = 1.4 and b = 0.020. The available
experimental data fall within these two limiting curves. The general

relation for H given by equation (4) is thus indicated to be represent-
ative of the actual variation of form factor for the turbulent wekes of

both isolated and cascade airfoils.

An empiricel variation of form factor with downstream distance can
thus be esteblished from figure 6 for cascade sections on the basis of
equation (3) using a value for b of 0.025 to give

-1/2
= + 0.025
i - —]: = {1l - 1 S (5)
H Hie 0.025

000%
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Calculated values of the representative varistion of form factor accord-
ing to equation (5) are shown by the solid curves in figure 5 for a
range of values of form factor Hi, at the trailing edge. For values

of chord-length distance greater than sbout 0.4, regardless of the ini-
tial value of H;,, the local velues of form factor are less then 1.2.

Specifically, the form-factor equation was originally derived for each
leg of the wake. However, the data presented here, as well as in the
analysis of reference 6, indicate that the results will be appliceble
for the entire wake.

In reference 1 it was indicated that the wake-momentum-thickness
ratio 9/ ¢ can be computed from reported values of experimental total-
pressure-loss coefficient, if the weke form factor is known or assumed.
The representative curves of figure 5 can be used in the form-factor
essumption. At a given measuring station sufficiently far downstream of
a cascade (e.g., x/c greater than 0.5), the results of figure 5 indicate
that the variation of H with iInitial value of B at the trailing

edge, and therefore with angle of attack, is not large. This result
suggests that, for simplicity, a constant value of H wmay be conslidered
in the calculation of 6/c from the measured total-pressure loss over
the complete range of angle of attack.

Wake Momentum Thickness

The experimental variation of weke-momentum-thickness ratio 6/c
with chord-length distance downstream of the trailing edge is shown in
figure 7 for the available isolated and cascade airfoil data. For the
isolated airfoil, a general decrease in 6/c 1is observed with downstream
distance. However, for the one cascade data curve, a slightly increasing
trend is indicated. It was considered desirable, therefore, to investi-
gate the possibility that a basic difference in the general 9/ ¢ against
x/c characteristics of isolated and cascade airfoils may exist.

The equation for the variation of the momentum thickness of the
wake O is obteined from the conventional boundaery-layer momentum equa-
tion with zero shear stress as

ae e Wy
E=-(H+2)Vg_7i§ (6)

where Vg is the velocity at the outer edge of the wake. From equation
(6), it is seen that 6 will increase if YV, decreases and will de-
crease 1f V, increases. In the flow across isolated airfoils, the
wake-outer-edge velocity at the airfoil trailing edge is generally lower
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than the undisturbed velocity. The wake-edge velocity then increases
with downstream distance until it asymptotically approaches the undis-
turbed velocity at & theoretically infinite distance downstream (refs.

8 to 10). Typical variations of wake-edge velocity for isolated air-
foils are shown in figure 8. The decreasing variation of 8/c with
x/c for the isolated airfoil is, therefore, understendeble on the basis
of equation (6).

For the two-dimensional cascade, if the free-stream velocity is
essentially constant in the y-direction between the wekes at all down-
stream positions (as is generally borne out by experiments) y» 1t can be
shown from contimuity conmsiderations that the free-stream veloclty at
the edge of the wake will tend to decrease with increasing dlistance
rather than increase as in the case of the isolated airfolls. For exem-
ple, conesider the simple case of an unstaggered cascade of airfoils
(81 = 0) at spacing s. The continuity equation between the plane of
the blade trailing edge (subscript +te) and far downstream where the wake
has mixed and the flow is completely uniform across the entire blade
spac(:ing (s1)1‘bscr:l.pt «) is given for two-dimensional incompressible flow
by (fig. 1

2 8/
/2 / Vie / Vie
Vtedy = VO,te m dy = Vo,te 8 - - VO_-E—- dy|= sV
-s/2 -sf2 7 -s/2 ’

For the assumption of uniform free-stream velocity between the wakes,
the integral in the equation is equal to the displacement thickness of
the wake Sie (£ig. 3). Thus, the ratio of free-stream velocity at the
trailing edge to free-stream velocity far downstream becomes a simple
function of the ratio of wake displacement thickness at the tralling
edge t0 blade spacing

Yo,te _ 1
Veo 1 - (S?Ee/s) (7)

Values of V, te/v., as functions of displacement-thickness ratio are
2

shown in figure 9. Therefore the cascade free-stream velocity must de-
crease with downstream distance for these assumed flow conditions. A
corresponding increase in 6/c with x/c should then be obtained for
the cascade according to equation (6).

Actually, the variation of 6/c with x/c resulting from the cas-
cade continuity effect can be determined quantitatively from the theo-~
retical flow model of figures 1 and 2. In appendix A, theoretical rela-
tions are derived (from the continuity equation and the equations of

0007
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momentum in the axial and tangential directions) for finding the local
momentum-~-thickness ratio 6/c as a function of the local form factor H
for fixed conditions of o, (G/G)te, Hie, 80d Byo. Then, from the ana-

lytical variation of H with x/c¢ given by equation (5), a correspond-
ing relation for 6/c as a function of x/c is obtained. Calculated
variations of 6/c are shown in figure 10 for a range of values of g,
HBies (6/c)pes @nd PBi.. For unstalled cascade flow ((8/c)4e<0.02;

Hi.52.0, approx.), the increase in wake momentum thickness due to the

simplified cascade continuity effect is indicated to be small. Most of
the increase occurs immediately behind the trailing edge where the change
in form factor, and, therefore, in displacement thickness, is the .
greatest. TFor x/c>0.2 very little further change in e/c occurs for
any set of tralling-edge conditions.

Although uniform flow is generally observed downstream of the cas-
cade, it is recognized that flow gradients in the y-direction may occur
in the immediate region of the trailing edge. Such gradients may alter
the influence of the continuity effect on the wake-edge velocity varia-
tion and meke the prediction of the 6/c variation uncertain in the re-
glon of the trailing edge. In general, for a given airfoil section, the
variaetion of 6/c will be a result of the combined effects of the con-
tinuity condition and the normal static-pressure variations. According
to conslderation of the downstreem variation of mixing loss, as indicated
in a later section, however, it is likely that some increase in 9/ c
does occur immediately downstream of the trailing edge in a real two-
dimensional flow. Additional experimental analysis is necessary to con-
clusively esteblish the variation of 6/c for the cascade.

Weke Full Thickness

The full width of the wake is genersally considered to be the extent
of the region where the total pressure shows a defect. For practical
purposes in the analysis, the wake limits were arbitrarily based on the
polnts where the velocity In the wake was equal to 0.995 of the free-
stream velocity for the sections for which profile data were availsble.
The downstream variation of experimental wake-full-thickness ratio &/c
obtained for the availsble datae (only isolated airfoil data were availa-
ble) is shown in figure 11(a). According to these data, the approximate

relation 38/c o (x/c + h)l/ 2 obtained from turbulent-wake theory (refs.
7 and 9) does not appear to be valid for x/c<1l.

The plot of the increase in 8/ ¢ downstream of the trailing edge
shown in figure 11(b) indicates that a single curve may be obtained to
approximate the downstream increase in full thickness. A simple empiri-
cal relation for 8/c up to x/c = 2 can then be given as
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The empirical veriation for increase in &/c is shown by the dashed line
in figure 11(b).

Although the sbsence of experimental dats prevents any conclusions
concerning the full-thickness variation of the wakes of cascade sections,
it is believed that the empirical increase in &/c derived from the
isolated-airfoil data (fig. 11(b)) may also be representative of the cas-
cade airfoil for equivalent values of trailing-edge full thickness. This
belief is based on the observaticn (established from the plots of wake
minimum velocity end form factor in figs. 4 and 6) that the mixing proc-
esses in the wakes of conventional cascade and isolated eirfoils are
similar. However, experimental evidence is necessary to establish the
trend for the cascade airfoil. :

0007
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Air Outlet Angle

Another important property of the cascade flow that is affected by
the downstream variation of the wake characteristics is the alr outlet
angle. For the assumed flow model (fig. 2 and appendix A), conservation
of momentum in the y-direction requires that the air outlet angle By
increase with distance downstream of the trailing edge according to eque-
tion (A19) in sppendix A. Calculated variations of By with x/c are

shown in figure 12 for several values of By, g‘te’ and Hi.. According

to these theoretical results, essentially no downstream changes in air
outlet angle should occur due to the cascade continuity effect for loca-

tions beyond sbout -i‘- chord length behind the trailing edge.

-

Total~-Pressure Loss

According to the theoreticel developments of reference 1, the total-
pressure-loss coefficient in a plane at an arbiftrary distance x down-
stream of the trailing edge can be expressed as

- _ (&P cos By \2 [cos Bie ) ZHy P
®L,x =T pvg = (cos Bte> (cos Bxe 2By <3Hx =) - BxHy) > (9)
2

where 3x = (8/c); ofcos B, and (AP); 1s the mass-averaged loss in

total pressure up to the arbitrary station (eq. (13)). In equation (9)
it is seen that if the variations of H,, 65, and By can be determined o
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as functions of distance x/ c, then the corresponding loss coefficient
can be computed as a function of x/ c. An empirical variation of Hy

with x/ ¢ has been established greviously in equation (5). Theoretical
equations for the variation of 6x and By are developed in gppendix

A. Csalculated variations of gx against x/c, as shown in figure 13,

were generally similar to the theoretical variations of (9/ ¢)x shown in
figure 10.

Calculated values of the downstream varistlion of loss coefficient
expressed in the form Eil,x(cos Bio/cos By)2, as obtained from equation

(9), are shown in figure 14 for a range of values of éte: Hie, and Bie-

These results show, as suspected previously, that a rgpid rise in total-
pressure loss occurs immediately behind the trailing edge. According to
these calculations, approximately 90 percent of the mixing loss has oc-

curred at 12'- chord-length distance downstream of the blade.

The primary factor governing the magnitude of the reletive increase
in loss is found to be the wake form factor at the tralling edge. This
observation is demonstrated in figure 15, which shows the variation with
x/c of the ratio of the loss at station x given by (Af’)x to the loss

gt the trailing edge (AP);, obtained from equation (9) as

— - 1 3
(4P)y O1,x by (cos Bte)z 8- Hte \[1 - 61:eH'l:e (10)

(4P)ye Br,te Bpe \°°° Px/\3 -ﬁl; 1-8

XHX

In equation (10), §x and By were obtained from the theoretical devel-
opuents of appendix A, and Hy was obtained from equation (5).

Furthermore, it is noted that the use of definitions of loss coef-
ficient other than o ,x wWay not necessarily indicate true downstream

variations of the loss in total pressure. For example, & loss coeffi-

cient based on outlet velocity m, = (Af)x/ %'pv(z)’x is frequently used

in cascade practice. For this definition, the ratio of loss coefficients
By/Bre 1s given by

B, (0P (vo,te>2 (11)

ate ) (E)te vO,x




14 NACA TN 3771

Since (Vg 4e/Vo,x) Will vary with x/c (the relation between Vg , =nd
VO,te as a function of wake characteristics is obtained from egs. (Al2)

and (Al5) in appendix A), a true ratio of total pressures will not be
obteined with downstream distance.

The variation of total-pressure loss given by equation (9) can also
shed some light on the question of the probable downstream variation of
the cascade wake-momentum~thickness ratio, e/c. As indicated previously
(fig. 10), theoretical calculations based on the assumed flow model for
the cascade revealed an increase in 6/ ¢ immediately behind the blade,
but the limited experimental data (fig. 7) were not sufficlent to estab-
lish any trends in this region. It is possible nevertheless to interpret
the experimental deta of figure 7 as suggesting a constant value of 9/ c
with x/ c. If constant values of 9/ ¢ (in conjunction with the empirical
veriation of Hy (eq. (5)) and the theoretical variation of By are used

in equation (10), however, unrealistic values of loss ratio are obtained.
It seems likely, therefore, that some increase in 6/c does occur im-
mediastely downstream of the trailing edge in the actual two-dimensional
cascade flow.

Mass-Averaged and Area-Averaged Total-Pressure Defect

In experimental cascade practice, the loss in total pressure in the
wake gt the measuring station 1s often expressed in terms of an area-
aversge, where

AFy =2 J: :;: (B, - P)ay (12)

In theoretical analyses of cascade losses (ref. 1, e.g.), the loss in
total pressure is expressed in terms of a maess-averaged defect given by

J‘sf % o7, (B - Play

s/2

T e

It is convenient, therefore, to determine the varietion of the relation
between mass and area averages of total-pressure defect with downstream
distance so that the availeble experimental data and theoretlical rela-

tions can be readily compared.

(13)

000%
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An insight into the comparison of the two averaging methods was ob-
tained by investigating the raetio of mass-averaged to area-averaged
total-pressure defect of several representative analytical wake velocity
profiles shown in figures 16(a) to (d). Equations for the velocity dis-
tribution V/Vo in each wake profile are given in table III. (The wake

profiles are symmetrical sbout the point of minimum velocity at.
Y=y (%?) = 0.) The general equation for the ratio of mass-averaged to

area-averaged defect (AP)y/(AP),, henceforth called the averaging ratio,

is developed in appendix B, and the specific equations obtained for each
velocity profile are listed in table III.

The theoretical averaging ratio, as indicated in teble III, depends
on the magnitude of the minimm velocity ratio vmin/VO ‘and. the ratio

Sy/sn of the wake full thickmess Sy to any arbitrary spacing interval
8, normal to the outlet flow. Calculated variastions of the averaging

retio against wake-minimm-velocity ratio are shown for the analytical
profiles in figure 17(a) for two values of the full~thickness to spacing
ratio &/s,. It is seen that finite values of averaging ratio are ob-

tained in the-limit as 8+0 or sy~ »(8/s, = 0).

The effect of the wake full-thickness to spacing ratio on the aver-
aging ratio is shown in figure 17(b), which shows a plot of the variation
of the aversging ratio as an arithmetic averasge value of all four pro-
files against &/sp. In figure 17(b), the averaging ratio is expressed

as the ratio of the vaelue of the averaging ratio at any B/Bn to the

v7lue of the arbitrarily selected reference averaging ratio at
8Bn=0.

Experimental values of averaging ratio are shown in figure lB(a)
for the available cascade and isolated airfoils. For the cascade air-
foils, the interval over which the loss integretions were conducted was
taken equel to the mormal spacing between blades (sp in fig. 1). For
the isolated airfoil, the interval of integration was arbitrarily teken
between the points where the outlet velocity attained the free-stream
value. In keeping with the previous definition of wake full thickness,
the width of the wake was estsblished at the points where the wake V/VO

attained a value of 0.995. Thus, for the isolated airfoils, the ratio
d/en was somewhat less than 1. Also shown in the figure by the dashed
lines are the calculated variations of averaging ratio determined for
representative analytical profiles for limiting values of 8/sn obtained

in the experimental data.
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The experimental values of averaging ratio in figure 18(a) were cor-
rected to a common reference value of /s, = O by dividing the

averaging-ratio values of figure 18(a) by the appropriate ratios of the
averaging ratio given in figure 17 (b) . The corresponding corrected val-
ues are shown in figure 18(b). It was possible, therefore, to derive a
satisfactory empirical varistion of the averaging ratio with minimum-
velocity ratio for the reference condition of zero J/s, as shown by
the solid curve in figure 18(b).

Derived variations of (AP)y/(AP), over a complete range of full-

thickness to spacing ratios were then obtained from the empirical curve
found in figure 18(b) for 8/sy = O in conjunction with the averaging-
ratio ratios presented in figure 17(b), as shown in figure 19(a).
Furthermore, since minimum~velocity ratio is expressed analytically as
a8 function of the chord-length distance downstream of the blade (from
fig. 4), the averaging ratios can then also be expressed as a function
of chord-length distance downstream from figure 19(a) and equation (3),
as shown in figure 19(b). Thus, from figure 19, if the ratio 6/ sy, 1is

known (8/s, = ay/ s) and either the wake-minimm-velocity ratio or the

chord-length distance downstream of the trailing edge is known, the ratio
of mass-aversged to area-averaged total-pressure defect can be determined.
According to these results, for measuring stations located between -]zl and
1 chord length downstream of the blade tralling edge, the ratio of mass-

averaged to area-averaged defect in total pressure for conventional cas-
cade sections can vary from about 0.88 to about 0.95.

In most cases, the averesging ratio for the total-pressure defect
presented in figure 19 will be identical to the averaging ratio of the
total-pressure-loss coefficient. For the loss coefficient based on inlet

velocity ‘-“_1,x (defined in eq. (9)), since (VZ), = (v3),,

.(al,x)M = (@M
(@1,)a  (@P)y

On the other hand, for example, if a loss coefficient is defined as
(aP), / % pVE where \-TE is the area-averaged outlet velocity, the conver-

sion to a mass-averaged loss coefficient will also involve the relation
between the reference velocities of the area-aversged loss coefficient
and the desired mess-averaged coefficient. The appropriate relations
between the reference velocities will generally be expressible in terms
of the wake characteristics from consideration of the flow model of

figure 2.

000%
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K-H Relation in Theoretical Loss Equation

In order to obtain a useful theoretical equation for loss coeffi-
cient based on the wake characteristics of éx and Hy only (as in eq.

(9), e.g8.), it was convenient in reference 1 to use an approximate rela-
tion between a pseudoenergy factor K (fig. 2) and the form factor H
determined analytically from the power velocity profile as

H+1

K=zg—T

(14)

Additional experimental dats are now presented to investiga:te further
the validity of this approximation.

A comparison of values of . X against H obtained from numerical
integration of the avallable experimental wake velocity profiles and
from theoretical calculations of the analytical profiles of figures 16 (a.)
to (e) are shown in figure 20. The experimental dats were taken at down-
stream positions for which the wake minimum velocity is greater than gzero
(x/c greater than 0.02). Equations for V/Vy and K for these ana-

lyticel profiles are given in tsble III.

The final measure of the validity of the K-H relation is obtained
from a comparison between the values of loss coefficient obtained from
the theoretical equation in conjunction with known experimental values
of § and H, and the values of loss coefficlent obtained from direct
integration of the total-pressure defect. Loss coefficlents computed by
the theoretical equation (eq. (42) in ref. 1) checked with those deter-
mined by direct integration (egs. (2) and (40) in ref. 1) within about
+1 percent for the available cascade data considered herein. The KX-H
relation of reference 1, therefore, constitutes a valid epproximation
for downstream cascade-measuring-station locations at x/c>0.02.

In the plane of the trailing edge (x/c = 0) where the wake minimum
velocity is zero, it was found from the isolated airfoils that the ex-~
perimental K values were somewhat larger than the values in figure 20.
A different H-K relation may therefore exist at the trailing edge when
Vmin/vo = 0. However, if loss coefficients for complete mixing are de-

sired, the X-H relation is of no consequence since only the wake éte
end Hi, are required (ref. 1).

SUMMARY OF RESULTS
In the preceding analysis of the low-speed weke characteristics of

two-~dimensional isolated and cascade girfoils, it is shown that empirical
or theoretical relations can be obtained for the variation of various
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properties of the wake with distance downstresm of the trailing edge.

For the range of airfoll geometries and flow conditions covered, a simi-
larity of the wake developments of the isolated airfoll and the cascade
airfoll was observed in the downstream variation of the wake minimm
velocity and weke form factor. However, an spparent region of dissimi-
larity in the wake developments was found in the variastion of momentum
thickness. Both theory and limited experimental data indicate that cas-
cade wake momentum thickness in two-dimensional flow tends to show a
slight increase with downstream distance, while, for the isolated airfoil,
wake momentum thickness decreases. However, additional experimental data
are necessary to conclusively establish the momentym-thickness variation
of the cascade airfoil. Dats were not available to compare the varia-
tions of wake full thickness.

The principal result of the analysis is the observation that most
of the reenergizing of the wake occurs within a relatively short distance

behind the blade. For example, within ‘% chord. length downstream of the

blade, the experimental minimum velocity in the wake has attained 0.75 to
0.85 of the free-stream value, and the experimental weke form factor has
fallen off to 1.2 or less. The greater part of the downstream varigtlons
in wake momentum thickness, air outlet angle, and mixing loss are also °
indicated to occur within a short distance behind the blade. For conven-
tional. sections, practically the entire additional loss in total pressure

arising from the mixing of the wake is incurred within %’- chord-length

distance behind the blade. Theoretical calculstions showed that the
downstream increase in loss resulting from the wake mixing is primarily
a function of the form factor of the wake at the treiling edge.

Experimental loss data were utilized to verify the validity of one
of the principal assumptions in the theoretical cascade loss developments
of reference 1, which were used as the basls of the theoretical develop-
ments in the present report. Theory and experimental data were also used
to derive variations of the ratio of mass-averaged to area-averasged total-
pressure loss as a function of weke minimm velocity or downstream
distance.

CONCLUDING REMARKS

The results of the preceding anslysis of wake characteristics can
find application in the interpretation and utilization of two-dimensional
cascede daba in several respects. Since variation of mixing loss with
downstream distance can be large, it is desirsble for proper comparison
of losses from different configurations to take into &ccount any differ-
ences in measuring-station location. Measurements of cascade blade

losses usuaslly taken between ']2; to 1 chord length behind the blade, accord-
ing to the mixing-loss varistions determined in the enalysis, will include

0007
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practically the entire mixing loss. Furthermore, it may be desired to
utilize cascade loss data obtained at a downstream location to correlate
blade boundary-layer characteristics with the velocity distribution or
velocity diffusion on the blade surfaces. For such correlations, correc-
tions for the differences in weke and loss characteristics between the
measuring station and the blade trailing edges should be considered. The
deduced ratios of mass-averaged to area-averaged total-pressure loss
(fig. 19) can be utilized in cascade investigations to permit the reduc-
tion of the loss data in terms of the simplified area-averaged loss coef-
ficient and then to convert these data to mass-averaged loss coefficients
as Indicated by the derived relations.

Knowledge of blade-wake characteristics may also be helpful in com-
pressor research. Although 1t 1s recognized that such compressor factors
as compressibility and secondary and unsteady flows will influence the
weke development in the compressor, the airfoil-section data presented
may be drawn upon to gain an insight into the general behavior of the
wake of blade sections. Such information concerning the variation of
the wake full thickness and the wake minimum velocity may be useful for
preliminary studies of blade-row interference effects (relative unsteady
motions and weke interactions). Experimental investigations of weke pro-
files relative to rotating blade rows can also make use of the fundamental
wake characteristics of blade sections. Finally, the results point to
the important part that may be played by mixing losses in the development
of the total-loss picture in the compressor.

In view of the very limited experimental informstion available for
cascade sections, it is felt that additional data would be desirable to
more conclusively define the development of the wake in the cascade.
Furthermore, since the correlations obtained herein have all been based
on low-speed flow, the effect of compressibility on the wake development
should be determined in order to permit a more significant application
to the compressor configuration. It is known that such wake cheracteris-
tics as form factor and mixing loss, for exsmple, will vary significantly
with local Mach number (refs. 2 and 18). Information concerning the ef-
fects of changing free~stream turbulence level and blade-chord Reynolds
number on the wake developments should also be of interest.

Lewis Flight Propulsion Laboratory
National Advisory Committee for Aeronautics
Cleveland, Ohio, June 18, 195
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APPENDIX A

THEORETICAL VARTATION OF WAKE PROPERTIES (6/c), 8, and B
The theoretical downstream variations of such wake properties as
the momentum~thickness ratio (6/c)y, the momentum-thickness parameter
3x, the total-pressure loss (AP),, and also the variation of the outlet
flow angle B, are based on a model of the outlet flow at any arbitrary
distance downstream of the cascade (within about l%- chord lengths) as

illustrated in figures 1 and 2. Specifically, the assumptions made in
the development of the equations (as in ref. 1) are: (1) the flow is
two-dimensionel and incompressible, (2) the inlet flow is uniform across
the blade spacing (y-direction), (3) the outlet static pressure and flow
angle are constant across the entire blade spacing, (4) the outlet total
pressure is constent in the free stream outside the wake, and (5) the
outlet free-stream total pressure is equal to the inlet total pressure.

Momentum-Thickness Ratio

For the type of flow illustrated by the theoretical flow model of
Pigures 1 and 2, consideration of axisl momentum requires that

/2
. y pvg,x dy + sp, = constant (A1)
. -s5/2

From the Bernoulli equation, since p, is constant in the direction of
p£)

1 -2
Px =By -3 V¢ =Fy,x - 3 A0,x

1
constant - pvg,x (A2)

Substituting for p, in (Al) from (A2)
%
s/2
1
f o2 y &y - 5 5 oV x = constent

sf2

or

000%
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But

/2
L[:/z(%ﬁ)z v

Since

and

21

/2 VY o s
0,x 2 (Vo,x) dy - 3 | = constant (a3)

-67':3"
Gu:y V. V. y
cosZBy| s - (_vx})(vx dy-fﬁ“,("vx>dy
-81 0, o’ _Sz,y O,X
cosZp, (s - Oy, x - 5;,::) (a4)
6y = v, x cos By
(a5)

3* *
8¢ = 8y x cos By

equation (A4) becomes, with o = c¢/s,

e
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/2 4 \2
Z,X) " ay
/2 Vo,x

Substituting (A6) into (A3) gives

Vg,x {cos By [cos By - © (%)x (L + Hxﬂ - %‘-} = constant (A7)

For the conservetion of momentum in the y-directionm,

/2
of2 Vg, xVy,xdy = constant (a8)

s/2 s/2
f vz,xvy,xdy = ten Bxf Vg,xdy
-s/2 . -s/2

8 cos Py [cos By - (-Z—)x o.- (-s—:)x c]

s cos By [cos By - @ (-z-)x L+ Ex)] (as)

From (A8)

V
s/2 0,

(a9)

Then, using (A8) in (A9) gives
2 e . _
Vo,x 8in By | cos By - o \G/ (L + Hy)| = constant (A10)
For the conservetion of mass flow,

s/2

Vy, 53y = constant (A11)
-s/Z

From equation (All)

000%
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/2 /2 v, /20
-5/2 Vz,de=Vo,x cos B, ] /2 VO,—x— d.y=Vo,x cos By|s - T dy

¥
=Vo,x ©08 By (s - 5§,x)= Vo,x [cos By - 0 (%)x] = constant

or

Yo,x [cos Bx ~ © (%)x Ex:l = constant (A12)

Vo,x ¢cen be eliminated from equations (A7) and (A10) by the use of
equation (Al2) to give

cos By [cos By - O (-g—)x (1 + Hx)] - %

= counstant (AJ.S)
[eon 8 - o (8), ="
end
sin By -[fos By - © (-z-)x (+ Ex)] = cor;s-tan‘b (a14)

[cos By - © (i‘cl)x Hx]z

Equations (A13) and (Al4) provide two equations in the three un-
knovns (e/c)x, Hy, and B, for given values of the constants. The val-

ues of the constants can be determined from a known set of values of the
veriables at any station x. For the calculations, the reference loca-
tion was taken at the trailing edge. Thus, the constants in equations
(A13) and (Al4) were determined as the quantities in the left side of the
equations at the trailing edge, station te.

Of the three unknowns in equations (A13) and (Al4), H, has already
been determined empiricelly as a function of Hie &nd x/c in equation
(5). Therefore, with this prescribed veriation of Hy, equations (A13)
and (Al4) can be solved by a double iteration process for the variation
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of (6/c)y with x/c for eny set of trailing-edge conditions, Bye, Hie»
and (6/c)ye. Solutions for (6/c),, however, cen be obtained more readily,

as indicated in the succeeding developments, from considgra.tion of the
equations in terms of the momentum-thickness parsmeter Oy .

Momentum-Thickness Parameter

The momentum-thickness parameter ax is defined as

0 ag
ax = (E)x cos By (A15)
In terms of 0y, equations (A13) and (Al4) become, respectively,
1
1-8(1+ - —
x( Hx) 2 cos,sz
3 = constent = Kj (a16)
(1 - &)
end
sin B, [1 - 6.(1 + H,)
X L x( Hx] = constant = :\/Kz (A17)

cos B (1 - ngx)z

With the use of the parameter §x, By cen be eliminated from equations
(A18) and (A17) to give

2[1 - By (148, )] 2{[1 - B, (148, )] - Kl(l-é‘xax)z} = Kp(1-8,8,)" +[1 - 8, (148, ] ®
' (a18)

Equation (Al8) can be solved for 6x by a single iteration process for
the prescribed variation of Hy (eq. (5)) and a sét of trailing-edge
conditions, Hie, Oper 804 Bie-

Outlet Flow Angle

The variation of outlet flow angle B, cen be readily determined

from either equation (A16) or (Al7). From equation (Al7), for example,
it is obtained that

000%
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R 1 - 88, \2[1 - 8,2 + B,)
P = e e Pre (1 = é"v.‘.eH*l'.e> 1- 6x(l ¥ H'x) (439)

Values of By as a function of x/ ¢ are then computed for fixed values
of PBges Hye, and éte from the downstream variations of éx (from eq.
(A18)) snd Hy (from eq. (5)).

Furthermore, from the varistions of 6 and By, determined from

equations (A18) and (A19), respectively, families of curves of (8/c)x
ageinst x/c can be obtained for fixed values of 8yig, He, end Bie

by verying ¢ and (8/c)y. s0 that o(6/c)i, = 91-,e cos Bie.
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APPENDIX B

MASS-AVERAGED AND AREA-AVERAGED TOTAL-PRESSURE DEFECT

The area-averaged defect irn total pressure in a plane normal to the
axial direction (figs. 1 and 3) is given by

2
Py = %fs/ (Bo - P)dy (B1)
-s8/2

or, from consideration of the Bernoulli equation and the pressure varia-
tions of figure 2, by

ts)

= 1 u,y -

APy = -s-f 7L wE - vy (B2)
—Sz,y .

For the analytical weke velocity profiles of figure 15, since the pro-

files are symmetrical about the point of minimum velocity at y = O,
equation (B2) can be expressed for the half wake as

2 1
et t[7-e1 ) [
(B3)
where
Y = y/(8y/2)
The mass-averaged defect in total pressure is given by
/2
_ ﬁ/z oV, (Pg - Play '
By = s/2 ()

f oV ay
-s/2

or, for the symmetrical profile, since B 1is constant along Yy, by

3
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The ratio of mass-averaged to area-averdged total-pressure defect is
then obtained from equations (B5) and (B3) as, since Sy/s = 8/sy,

1
3

S .V )ay
- Vo V3
ARy _ 0 0

Equations for the averaging ratios of the analytical wake velocity
profiles of figures 15(a) to (d) as determined from equation (B6) are
given Iin teble III.
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TABLE I. - IDENTTFIOATION DATA FOR OASCALE AIRFOILS

Hum~] Afrfoll Inoidanoe |Angle |30~ |[Chord [|Air AMr Naximum| Type of |Inlat|Blade-chord|Looation of |Orien~ |Instru-|Refer-)Symbol
her saction angle, of lidi-|length, |inlet |turn- |thioke oescade | Mach |Reynclds tation |ment ence |desig-
1. deg labtaok,lty in. |engle,linz naae tol tumal nus.  inumbar plana, of msas={used nation
. <, dag deg |angla,|ocherd ber :/; uring
deg |ratio plane,
Slonlar
to -
1 |&B=(12)10 18.8 : 3.0 45,0 | 22,7 | 0.10 |Two= 0.21 | 35.8x108 0.5k Axial |Mulbti=- 11 o
Compropsor dimensional tube
compressor rais
2 |Thick turmn- 0 4.0 28,2 47.4 | 94.8 .086 |Two- .12 | 18.0 460 Walee |[Moltd- 12 D
ing vanes : dimeneicoal tube
' impulsee rake
3 |Thin turn- 0 4.0 28.2 £T7.4 | 98.4 .005 |Two- .12 | 18,0 480 Wake |Molbtd- 12 Le)
ing vanes dimsnsicnal tube
impulse rako
4+ |eB~(212)10 15 1.038| 1.8 45.0 | 18.3 .10  |Annular® T 1.6 .B80 Vake [Multd- 13 A
Oompressor tube
rake
5 |es-(12)10 1.0%8| 1.8 45.0 | 27.0 +10 |Anmalar .24 1.93 .526 Waks |Multdi- 135 v
Compressor tube
raks
8 |Turming =1.5 1.83 6.5 46.0 | 90.5 18 |Two= +30 9.0 569 Axipnl |Prcobe 14 L\
vanes . dimenaional trav-
Impulse arae
7 |Ciroular-ara ~35.6 98 2.8 57,1 15.4 .10 |Anmilar <.10 0.9 .081,.108, Axial |Probe 16 N
aoupressoy .450 trav-
arae
8 |Cireular-ara -8.6 .92 2.8 37.1 | 18.1 .10 [Anralan <.10 0,98 021 Axiel |[Probe 15 P
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arss
9 |Ciroular-ara .4 .92 2.8 37.1 | 18.7 .10 |Antalar <10 0.8 450 Axlgl |Probe 15 <
oOEpraBsor trav-
erse
10 Iciromlar.sra -3.5 -] 2.8 37.1 | 18.8 .10 lAnmulan <,10 0.9 1) Axizl jProbas 15 o]
ooNprassor trav-
arse
11 |Turbine 10.0 1.25 3.0p | 22.8 | 60.0 === [Two= 4 8.5 126, .282, Axial |Frabe 4 Q
blade dimensional .504,.948 trav-
acaalar- erse
ating
2411 deta in ammiar tumels are ab blade mean radina.
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TABLE II. - IDENTIFICATION DATA FOR ISOLATED AIRFOILS

4000

Num-| Airfoil Angle [Chord |Maxi- |[Test Blade~ Location of Type of |Refer-|Symbol
ber section of at-|length, |mum Facility|ohaord meamnd.n9 Inatru- |ence desig-
taclk, in. thick- Reynolda! plene, x/o mant nation
deg nass to number used
chord
ratio
12 |Joukowski 0 20 0.12 | 4' = 2r| 4,2x105}0, .005,.025, Prcbe | 8 v
Wind .10, .25, trav=-
tunnel .5,.75 erge
13 |Joukowski 6 20 .12 4' x 21| 2.2 0, .00G, .026, Prcbe 8 (e
Wind .10, .25,.50 trav-
tunnel erss
14 |Pierey 12/40| © 20 .12 4 x 21| 4.2 0,.005, .025, Probe | 16 w)
Wind .10, .26, .50 trav-
turmel arss
15 [Pieray 12/40| & 20 .12 4 x 2t 4.2 0, .005, ,025, Probe | 16 D
Wind .10, .25, .40 trav-
tunnel arsa
1& [Wing section| - - .20 Wind -— .042, .25, Probe | 17 0
tunnel .688, .980 trav-
erse
17 |Alreraft - 80 .10 Flight |50 .008, 050, Probe | 17 ¢
wing .105, .148 trav-
erse
18 |NACA 0009 0 72 .08 Full- |BO .05,.10,,15,.30, | Multi-| @ O
scale .80,1.0,2.0 tube
wind rake
tunnel
19 |NACA 0012 0 72 A2 Full- |50 .06,.10,.16,.350,| Multi-| 9 (o4
scale .60,1.0,2.0 tube
wind rake
tumel
20 |NACA 0018 0 72 .18 Fill- |60 .05,,10,.15, .30, | Ma1ti-| 9 9]
soele .60,1.0,2.0 tube
wind raks
tunnel
21 [NACA 0012 for 72 .12 Full- |80 .06, .10,.15,.50, | Multi-| 9 <
- scale .0,2.,0 tube
wind rake
0.78 tunnel
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TABLE III, - EQUATIONS FOR vva,g—“,mxmmmmwmwmrmorrmmu
A '
Wake profile Velooity ratioc, V% Averaging ratio, APy/AF, Pssudosnergy factor, X
2
1+ g—mim | (‘win
Vinin Vuin 3 (vo (vqo) B _om+ 9
Iinear + (1 b4 -
T bR ) Eegeo

IR

Half-sine wave

) - - ]

5+ _Iv-l-hn\ /v--ln\
1 \_v—} 5\_71) B . 28 + 10
1 - ()2 ~ ER)| s + s(F2 o

Quarber-sin "-“‘ 1. 1 e/ %‘F(f-l)ﬂﬁ-ﬁ(-l) ]
Quarter-gine +\ "v—)nn(ﬁzl [1_(51_ 1_%)(1 Y‘!'r;—n)]i_ (': )(w?)J 1.'|'_a o :_E n+r_l
T r -8
Errar ourve 1_(1_%‘)3_“% %_(!‘-1)52-2(1'-1)3+r]
g-ln[lOO(-!%:—n)] g=1n[1oo( -%‘t’g—‘)] r:-%
Power ™ SE%
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